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THERMAL INSULATION PRODUCTS 
AND ANCILLARIES

Calcium Silicate 
Rockwool
Ceramic Fiber
Fiberglass Fabric 
Foamglass

Metal Ancillaries 
Sheet Metal Machines

Thickness (mm) Range: 1 ~ 5mm Tolerance ± 0.01mm
1.2 2 3

Density (kg/m2) 2.4 4 6
Sound Insulation Value 24 dB 28 dB 30 dB
Width x Length (mm) 1000/1500 x 5000/10000
Type Flame retardant & Self Adhesive

Density (Kg/m2) 100~200
Thickness (mm) 2 ~ 25
Width (mm) <= 2400
Length (m) 10 ~ 40
Service Temp 700oC (1292oF)

Mass Loaded Vinyl Sheet

E-glass Needle Mat

Other Sizes available upon request

Other Sizes available upon request
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HIGH TEMPERATURE APPLICATION FIBERGLASS FABRICS

Weight (g/m2)
Thickness (mm)
Width X Length (m)
Type Plain Fabric or Reinforced with SS wire
Colour
Service Temperature

Weight (g/m2)
Thickness (mm)
Width (cm)
Length (m)
Colour
Service Temperature

Weight (g/m2)
Thickness (mm)
Width X Length (m)
Reinforcement Yarn
Colour
Service Temperature

Service Temperature

Carbon Fiber Felt

Heat Treated (Caramelized)

800 oC ~ 1000 oC
Sizes available upon request

1K / 3K / 6K / 12K
Black

1500 oC ~ 2000 oC
Other Sizes available upon request

Plain/ Twill / 8HD

100 ~640 
0.14 ~.64

50 Standard

Weave

Carbon Fiber Cloth

1 x 50 Standard

High Silica Fabrics

600 ~2000 600 ~ 1600
0.7 ~3

84 / 92 / 100 / 120 / 150

Other Sizes available upon request

White / Golden Brown
900 oC / 1100 oC

Material Texturized Fabric E-Glass Fabrics

SiO2 Content (%) 94 96

White / Brown
550 oC

288 ~2150 200 ~1760
0.3 ~3.5 0.2 ~1.7

1 X 50 Standard 

Fiberglass Fabrics
Other Sizes available upon request
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COATED FABRICS

Weight (g/m2)
Thickness (mm)
Width (m)
Type Wet/Dry Silicon with single/double side coated
Colour
Service Temperature

Weight (g/m2)
Thickness (mm)
Width (cm)
Al Foil Thk (micron)
Colour
Service Temperature

Thickness (mm)
Thickness (mm)
Width X Length (m)
Service Temp(PTFE)
Colour
Weave

Other Type of Coating Fabrics Available

Polyurethane Coating
Acrylic Resin (Neoprene) Coating
Vermiculite Coating
Graphite Coating

Weight (g/m2) 145 ~ 1700 (after coating)

PTFE Coated Fabrics

0.08 ~ 0.9
0.14 ~.64

1 / 1.5 X 50 Standard
-200oC ~ +270oC

Brown/Black/White/Grey/Green/Blue
Plain

Other Sizes available upon request

Material Texturized Fabric E-Glass Fabrics

Aluminium Coated Fabrics

650 ~1800 220 ~ 1800
0.75 ~3 0.22 ~3

1 / 1.5 X 50 Standard

Silver
550 oC

Other Sizes available upon request

18/25 9/18/25

Material Texturized Fabric E-Glass Fabrics

Silicone Coated Fabrics

1700 ~ 5900 400 ~ 2050
1.5 ~ 4 0.3 ~ 1.8

1 / 1.2 / 1.5 / 2

Grey / Red / Black
-70oC ~ +280oC

Other Sizes available upon request
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OTHER FABRICS

Reinforcement Glass 
Filament SS Wire Glass 

Filament SS Wire

Service Temperature 650oC 1050oC 650oC 1050oC
Melting Point
Weight
Colour
Width

Weight (g/m2) 600 450 ~ 720
Width x Length (m)
Colour
Service Temperature
Other type available

Mesh Size
Width X Length (m)
Servie Temp
Colour

1.5 ~ 3
1 ~ 1.8

E-Glass 
Texturized 
FG Fabric

Polyurethane 
Coated FG 

Fabric

Ceramic Fiber welding blanket with Vermiculite coating and SS wire 
reinforced

Related Material

Fire Blankets

Weight (g/m2) 60 ~ 125

Fiberglass Mesh

8 x 8 , 10 x 10 , 20 x 20
1 x 50 / 100 / 200 Standard

550oC
White / Blue / or as desired

Other Sizes available upon request

Material High Silica Fabric

Welding Blanket

600 ~ 1400
1 x 1. 1 x 2 , 2 x 2 0.9 x 1, 0.9 x 2, 1.76 x 2

White / Grey / Brown
550oC 900oC ~ 1100oC

Material Ceramic Fiber 
Cloth

Vermiculite Coated 
Ceramic Fiber Cloth

Ceramic Fiber Cloth

1760oC

Other Sizes available upon request

350 ~ 600
1.5 ~ 6
1 / 1.5
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FIBERGLASS TAPE / ROPE

Width (mm)
Length (m)
Servie Temp

Weaving Structure

Diameter (mm)

With Core
Diameter (mm)

Diameter (mm)
Colour
Service Temp
Length (m)

Related Materials: Fiberglass Yarn / Sewing Thread / Sleeves

Type Plain / Sqare / Rectangular

Fiberglass Rope

4 ~ 50 / 4x4 ~ 50X50 / As required

Without Core
4 ~ 25

Other Sizes available upon request

Plain and Silicone Coated Knitted Rope

Plain Twist Ropes

3 ~ 60
White / Grey / Black / as desired

520oC
20 ~ 200

Thickness (mm) 1.5 ~ 6 

Fiberglass Tape 

100 ~ 200
30 ~ 50
520oC

Pain for 1.5 ~ 3mmT
Twill for 4 ~ 6mmT

Other Sizes available upon request

Pain/Self adhesive , Alu Foil Facing, Heat 
Treated (Caremelized), Graphite/ Silicone 

Coated & Silica tape
Type
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